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Guides to using OSC boats 

Valiant RIB (RIB 01) 

The Valiant RIB is stored on the Versa Dock next to the two Jaffas. 

It is heavy and should be launched by two persons, one on each side, to lift and drag the RIB backwards 

into the water.  Please do not pull on the black safety lines to launch the RIB as this will damage the fixing 

points. 

Like the Jaffas, the engine should not be started until it is in the water to avoid burning out the impeller.  

Unlike the other OSC powerboats the key is not left on the boat and should be clipped to the kill cord and 

the isolator key when not in use. See Fig 4 & Fig 5. 

Before launching follow the checklist: 

Close the drainage bailer on the starboard side of the transom. (Fig 1) 

Place the first aid pod in the hatch to the fore of the RIB (Fig 2) and check there is a tow rope. 

Lift the console seat then insert and connect the container to the fuel line. (Fig 6) 

[Insert the isolator (Fig 4) in the keyhole at the back of the console) - Not currently required] 

Insert the ignition key (Fig 4) 

Attach the kill cord (Fig 4) to the switch located under and fore of the ignition key. Slide the ring of the 

kill cord on the needle switch and push up, if the kill cord is pulled it will pull the needle switch 

down and kill the engine  
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Towing points: 

Please use the horse  (white rope that goes around the back of the engine); like the other RIBs, do not use 

the ropes on the sides of the tubes are these are not load bearing and prone to being damaged resulting 

in lengthy repairs. 

 

Controls and running the engine: 

The RIB engine is prone to cutting out when idling but it starts well afterwards. 

When reversing note the throttle leaver will move much further down than our other boats so if you can-

not get any power in reverse you probably need to move the throttle further. 

 

Packing the RIB after use: 

Return the RIB to the Versa Dock. 

Remove the Key, isolator, kill cord and first aid pod and return these to the radio cupboard in the en-

trance hall. 

Open the draining bailer. 

Remove the fuel container and return to the fuel store. 

Future developments: 

The RIB should be kept under cover to protect the PVC tubes from degradation. A cover will be purchased 

and fixing details added here. 

 

Please report any faults by writing detail in the Fault Log in the radio cupboard in the   

entrance hall. 


